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Pannelli di copertura finitura interna
Roof panel internal finishing

Tutti i nostri pannelli di copertura, per il lato INTERNO 
possono essere realizzati nei seguenti profili:
– Dogato
– Rigato
– Liscio
Il lato ESTERNO è dato dalle caratteristiche del pannello stesso.

The INTERNAL side of our roofing panels can be:
– Slatted
– Striped
– Smooth
The EXTERNAL side depends on characteristics of the panel itself.

Pannelli di parete finitura interna ed esterna
Wall panel internal and external finishing

Tutti i nostri pannelli di parete, per il lato INTERNO 
possono essere realizzati nei seguenti profili:
– Dogato
– Rigato
– Liscio

Il lato ESTERNO può essere realizzato nei seguenti profili.
– Dogato
– Rigato
– Liscio
– Diamantato

The INTERNAL side of our roofing panels can be:
– Slatted
– Striped
– Smooth

The EXTERNAL side can be:
– Slatted
– Striped
– Smooth
– Diamond-coated

N.B.: I vari profili disponibili, andranno specificati
in fase d’ordine

N.B.: The various available profiles should be
specified at the time of ordering.

Dogato
Slatted45,4

Rigato
Striped

47,6 47,6

Liscio
Smooth

Pannelli celle frigorifere finitura interna ed esterna
Cold room panel internal and external finishing

Tutti i nostri pannelli per celle frigorifere, possono essere realizzati
nei seguenti profili:
– Box
– Dogato
– Diamantato passo 15
– Diamantato passo 100
– Liscio
– Micro ondulato

All our panels for cold rooms, can be made with
the following profiles:
– Box
– Slatted
– Diamond pitch 15
– Diamond pitch 100
– Smooth
– Micro corrugated

Micro ondulato
Micro corrugated

Diamantato passo 15
Diamond pitch 15
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Dogato
Slatted

Liscio
Smooth

Box

Diamantato passo 100
Diamond pitch 100

45,4

N.B.: I vari profili disponibili, andranno specificati
in fase d’ordine

N.B.: The various available profiles should be
specified at the time of ordering.




